CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20170713-E181493
E181493-20131123
2017-JULY-13

SICK AG

ERWIN-SICK-STRASSE 1
79183 WALDKIRCH GERMANY

PROXIMITY SWITCHES

Enclosed photoelectric switches, Models WTD followed by
20 followed by a character may be followed by C, 1, 2, may
be followed by a numeric, followed by -, followed by a
character, followed by four numeric, may be followed by a
character and may be followed by two numbers.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 60947-1 & CSA C22.2 No. 60947-1, Low-Voltage
Switchgear and Controlgear — Part 1: General Rules
UL 60947-5-2 & CSA C22.2 No. 60947-5-2, Low-voltage
switchgear and Controlgear - Part 5-2: Control circuit
devices and switching elements - Proximity switches

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being cowvered by UL's

Certification and Follow-Up Senvce.

Look for the UL Certification Mark on the product.

Xa

Bruce Mahrenholz, Director North American Certification Program

Any information and documentation inv olving UL Mark services are provided on behalf of ULLLC (UL) or any authorized licensee of UL. For questions, please :
http: /ul.com/aboutul/locations/

UL LLC

contact a local UL Customer Service Representative at '
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