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Issued to:  SICK AG 
ERWIN-SICK-STRASSE 1 
79183 WALDKIRCH GERMANY 

   

This is to certify that 
representative samples of 

 PROXIMITY SWITCHES 
See Addendum page 

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  UL 60947-1 & CSA C22.2 No. 60947-1, Low-Voltage 

Switchgear and Controlgear – Part 1: General Rules 
UL 60947-5-2 & CSA C22.2 No. 60947-5-2, Low-voltage 
switchgear and Controlgear - Part 5-2: Control circuit 
devices and switching elements - Proximity switches 

Additional Information:  See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
Enclosed proximity switches, 
 
 Model WT, followed by F, B, E, V, followed by 12 or 11, may be followed by C, G, followed by 3 
(only WT12) or followed by 2 (only WT11), followed by 0, B, N, P, F, E, K, W, V, or Z, followed by four 
numbers, and maybe followed by a letter and maybe followed by up to three numbers. 
 
 Model WL, may be followed by E, V, L, R, followed by 12 or 11, may be followed by C, G, 
followed by 3 (only WL12) or followed by 2 (only WL11), followed by 0, B, N, P, F, E, K, W, V, or Z, 
followed by four numbers, and maybe followed by a letter and maybe followed by up to three numbers. 
 
 Model WS, WE or WSE, followed by 12 or 11, may be followed by C, G, followed by 3 (only 
WS12, WE12, WSE12) or followed by 2 (only WS11, WE11, WSE11), followed by 0, B, N, P, F, E, K, 
W, V, D or Z, followed by four numbers, and maybe followed by a letter and maybe followed by up to 
three numbers. 
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