CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20171004-SA12416
SA12416-20121221
2017-October-04

SICK AG

ERWIN-SICK-STRASSE 1
79183 WALDKIRCH GERMANY

ACTIVE OPTO-ELECTRONIC PROTECTIVE DEVICES
See Addnedum Page

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 508, Industrial Control Equipment.

CSA C22.2 No. 14, Industrial Control Equipment.

UL 61496-1, Electro-Sensitive Protective Equipment, Part 1:
General Requirements and Tests.

UL 61496-2, Electro-sensitive protective Equipment — Part
2: Particular Requirements for equipment using active opto-
electronic protective devices (AOPDSs).

IEC 61496-1, Electro-Sensitive Protective Equipment, Part
1: General Requirements and Tests-.

IEC 61496-2, Electro-sensitive protective Equipment — Part
2: Particular Requirements for equipment using active opto-
electronic protective devices (AOPDSs).

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's

Certification and Follow-Up Senivce.

Look for the UL Certification Mark on the product.

Xa

Bruce Mahrenholz, Director North American Certification Program

Any information and documentation inv olving UL Mark services are provided on behalf of ULLLC (UL) or any authorized licensee of UL. For questions, please :
http: /ul.com/aboutul/locations/

UL LLC

contact a local UL Customer Service Representative at '
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Certificate Number  20171004-SA12416
Report Reference  SA12416-20121221
Issue Date  2017-October-04

This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

USL, CNL Type 4 Light Curtain, Model C; followed by 4; followed by C; followed by S or E;
followed by A, B, or G; followed by 030 through 210; followed by 1 or 3; followed by OA or Sxxx, (where
XXX is a special unit identifier) may be followed by 10, followed by 00; followed by O, 1, 2, or A.

*Type 2 Light Curtain, Model C; followed by 2; followed by C; followed by S or E; followed by A, B, or G;
followed by 030 through 210; followed by 1 or 3; followed by OA, followed by 10, followed by 00;
followed by 0, 1, 2, or A.

Bruce Mahrenholz, Director North American Certification Program
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Any information and documentation inv olving UL Mark services are provided on behalf of ULLLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at ' i
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